TABLE OF STONE MUST BE LEVEL (+/-5mm)

Note: Use only clean broken stones

Insulated base unit:

Height: 400mm
Length: 2400mm
Width: 75mm 60x300x600mm rigid insulation
with 80mm gaps between them
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\ Reinforcement link >8mm 200x250mm tied to mesh and bar
200

Reinforcement bar > 10mm

© Copyright Scandinavian Homes Ltd. Sep 2006
The specification can be changed without notice

50,80,_200)

50

TICK OPTIONS BELOW:

[] RADON SUMP & PIPE
['] WATER PIPES
[ ] ELECTRICAL FLOOR HEAT CABLES

Concrete 120mm, 30kN
Electric heating cable and/or water pipe tied to mesh

Radon-barrier if required by local engineer
otherwise standard vapour-barrier

Expanded polystyrene 200mm
High density expanded polystyrene 80mm

Radon-sump & pipe (if required by local engineer)
Avoid crossing sewage pipes, exit under foundation in
any direction

Minimum of 150mm 20mm (34") single size broken stones

Minimum of 150mm 75mm (3") single size broken stones

Consolidated quarry runs to local engineers specification

Iron reinforcement mesh A142 >6mm 2400x4800mm

/ positioned on spacers 60mm above insulation
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