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No attic conversion

Roof pitch

Roof trusses:

Concrete roof-tiles

Natural slate

TICK OPTIONS BELOW

Roof material:

Attic conversion
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External cladding
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Connection vapour barriers see
instr manual

Ageproof PE-vapourbarrier
TenoArm 1200g/m2

400mm cellulose insulation

220mm rockwool insulationUltra high density mineral wool sheet
creates ventilation space under sarking

Ageproof PE-vapourbarrier TenoArm 1200g/m2

80x250x2400mm EHD EPS insulation
with 120mm gaps at 2400mm and
where indicated on plan

22x70mm Cornice

45x70 vertical

25x70mm strip of polystyrene insulation
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Concrete tile or quarryslate

Rooftrusses cc 1200mm (separate drawing)

17x95mm tongue and groove timber

12x57 white skirting
board with 5mm gap

on top

20-25mm battens create
ventilation gap

3.5mm hardboard

Concrete 120mm, powerfloated

PEX heating pipes and/or electric
heating cables tied to mesh

200mm HD expanded polystyrene

Radonbarrier approved

80mm HD expanded polystyrene

13mm plasterboard screwed

16x145mm pine panel

Breather membrane mineralfibre Quality YAM 2000

23x36mm counterbatten and ventilation gap

28x45mm tile batten

30º-45º

, free-standing

Passive attic truss
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SUPER PASSIVE
HOUSES WITH
SINGLE FLOOR

SUPER PASSIVE
HOUSES WITH
CONVERTED

ATTIC

All vapourbarriers overlapping 300mm and
taped with age proof tape

45x70 vertical

25mm HD insulation

13mm plasterboard attached with screws

45x70mm stud wall & 70mm Paroc rockwool

45x145mm stud and 145mm Rock-wool

9mm permeable Masonite construction board

28x58mm batten and 22mm ventilated cavity

Plastered fibre reinforced calcium silicate board or
alternative 22x170mm treated timber cladding
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Gullfiber windbreaker
foamed in place

Mineral sill-felt and s-seal

Insulated base unit 75mm x 400mm

45x145mm pressure treated sill-plate

Rodent stopper galvanized steel

25mm ventilation gap for attic
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120mm Rockwool layer - no studs
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28mm

horizontal

horizontal


